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GT-8300BD Automatic Balance Door

Product Features●

Item GT-8300BD

1600

3200

5000

900

Door Opening Type
Door Leaf Weight × Leaves

Single Leaf Area:DW×DH (m²)

Bi-PartingDoor Type

Item GT-8300BD

400 kg×2 400 kg×1

MAX 7.5

70

82/55/35(※)

Unit Cross Section：H160×D152

~35 degrees/sec

AC 220V·5A AC 220V·2.5A

Max. Door Leaf 
Width (mm)

Single

Bi-Parting

Max Door Leaf Height (mm)

Min Door Leaf Width (mm)

Door Leaf Thickness: DT (mm)

Door Edge Specification

Function During Power Outage

Unit Dimensions

Surface Treatment

Average Opening/Closing Speed

Required Power Supply Capacity

Equipment Specification

Controller

Drive Method

Operating Wind Speed 15m/s or less

Transmission arm drive

12VDC, 750mA, OPUS controller

Rated power: 70W, torque: 89Nm
(depending on doorweight/configuration)

Brushed motor with encoder

Fluorocarbon Coating / Stainless Steel

Manual Open - Automatic Close Device

Single

※The maximum allowable weight and fabrication range of the door leaf are related to the door 
edge profile specifications. Please refer to NAB25SP0005_001_GT-8300BD Electric Balanced 
Door Standard Specification for details.

Specification●

Concealed-pivot

Exposed-pivot

Drawing●

Balance Door Operator

Upper Arm

Two models are available: 
concealed-pivot and exposed-pivot.

Guide Roller

GT-8300 Motor

Glass

Aluminum Frame

Alloy Bearing Pivot

Standard Floor Lock

Lower Arm

Anti-pinch Design

Floor levelness ±1.00
Finished Floor（FFL）
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Floor flatness   ±1.00
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SW

19mm钢化玻璃 19mm钢化玻璃 19mm钢化玻璃19mm钢化玻璃

SW

19mm钢化玻璃 19mm钢化玻璃 19mm钢化玻璃19mm钢化玻璃

Supports door heights up to 5,000 mm and loads up to 400 kg.

The elliptical opening path saves space, while the balanced 
structure ensures safety and stability, with flexible pivot and 
finish options.

No floor groove required, simplifying installation and reducing 
on-site construction.

Featuring a drive module imported from the United States, the 
GT-8300 delivers smooth, quiet, and energy-efficient operation.

The door operator complies with ANSI 156.10 and certified by  
UL 325 standards.

Automatic switching between automatic and manual modes 
ensures reliable operation, easy emergency egress, and fire 
alarm response.

Dynamic Balance Drive System

Certified Safety

Intelligent And Safe Operation

High Capacity

Space-Saving And Flexible Design

Easy Installation


