
Item Standard Option

Door material Aluminum -

Glass
Tempered

glass
Laminated glass

Glass thickness 10mm/12mm ≤12mm

Active sensor - Option

Safety beam - NP-01/NP-80

Electric lock - SKD-C/PL-T10U

Floor lock - NDL-12

Program switch - Option

Floor track

threshold
Exist Bottom guide

Transom - Exist
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Exterior elevation（Bi-part)
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Safety beam

Autodoor label

Power supply not less than 2.5A

Incl. ground wire into operation case
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Remark:The range is only base on 10mm glass.Calculation is

necessary for other glass thicknesses.

Door width(W0)
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Maximum weight of door :120Kg×2Scope:
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Safety beam

B--B Horizontal section

      1:5

114

1
8
0

1
0
7

D
o
o
r
 
l
e
a
f
 
h
e
i
g
h
t
(
D
H
)

D
o
o
r
 
o
p
e
n
i
n
g
 
h
e
i
g
h
t
(
H
)

D
o
o
r
 
h
e
i
g
h
t
(
H
0
)

3 1
0

F.L

2
2

1
0
7

40

6

40

A-A Vertical section
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Floor track

Threshold

Exterior side Interior side

Brand label

NAME
Bi-part sliding door

NAL-Tempered glass/Laminated glass


	图纸和视图
	铝合金门体


